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be provided as indicated. A pass-through section 4" high and
12% wide located at the botton cemter ahsll be cut out of the
window, ammmathawwmmmm
ground to eliminate sharp edges. Shelf &t botiom required.

TR § 2 - Well indiested ahall bo either 4 cinder Mlodk or 6* concrete.

TTRL § 3 - Door indicated shall be standard type as used tlwoughout
' mmammemmmmmmﬂm
ef the type provided elsewhere, The dia) shell be on the hall
side of the door. A conwveniemt neans of opeming this locked
docr from the inside of reas "L shall be provided.

ITR4 # 4 - Towtell 1% tslephone conduit (indicsted by dotted line) spprexi-
um&"mmwlwmﬁﬁmgmmwmm,
H and F which ugy be
run ovarhead exposed at ceiling line, The conduit deseribed
shnll comnect the terminsl point of outside talephone calle
factlities, Serow cover stosl esbineta 6% X 6" X 3% shoudd be
wwmaginam‘zit sppruxinately located as indiosted by the

I7EM # 5 - Door %o bs "Dutch Type" with a 6° shelf mounted on the top of
tho bottom half of the doar. The shelf shall be mounted on the
rocs *I* gide of the door and extend the emtive width of the
door. Both the top and bottom half of the doar to bs aquipped
with "balt type" lateh mounted on the room "H' side of the door.

M # 6 = "Balt type" latch to be mounted on the room *I' side of this

L 4

TPEM # 7 » "Balt type" leteh to be monted on the roam *J* side of thia
door,

ITEM # 8 - Roams "B", "J", and "K® shall be soundproofed (0,75 noise
rw&nations YW treating the four walls and ceilings with
zeoustioal matorial,

IR § § - In sddition to the norwel ocaplement of ax AC v cles
in Toome HE, €M, ®J%. and “KY, there 11 be installed addi
tienal AC recoptecles ss indloatsd by X. These receptacles
shell be located 12" above floor line end shell be suergized
froz a diptribution pandl located in room "IF as abown. In
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ENCLOSRE Q1)
Paga 2

mmtwasmboammm'zmwamm
2437 mranch circult treakers, each lreaker to fned &

group of two or three reseplacies, lesving at least tlroe
spare treakers, Groups are indieated on the drawings. The
pmelaha&lbemgizﬁl@ammﬁfmdwzrmmmv
mmmmwmﬂtwmwmw
means of an sxbopatic transfer syiteh and a 10EW gascline
driven 120/240 €0-aydle single phase gonerator. The generatar
;Mlhlmteﬁ&nuup@@emdm&tﬁwrw’afth
mammzmmtzawmmmmm
on the wall in voot *I% as shown, Automatio transfer awitoh
and the 1084 penerating wnit ahall be furnished by this
sotivity, The genarating set ¢ to be used 1z a Hodel

25X1A

ITEM #10 - Rooms A%, "BR, “CR, *DF, YE', and "F" 1o be wired and equipped
with AC reseptacles in eccurdance with ths standard wiring plan
for the building.

TTEN #11 - Window siv conditioning units, ineluding sultalle powar
receptacles, shall be provided for g1l rooms with the axoep-
tion of roon M¥,

IPEH #12 - Outside windows In rooms “H¥, I*, and "L to be frosted or
trsoslucent, and provided with grill werk o bars to meet
security requirements,

T #13 ~ Telephone searvice should be connected in each roun axcept
rooms “J*, WEY, and "MY,

TTEN #14 « Rooms *H*, "J* snd "E® ghall bs flluminated to provide 50 fout
cendles in all portiona of each room (mey be Qiuorescent).
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